CLAIM AMENDMENTS 

Please replace all prior versions of the claims with the following listing of revised 

claims. 

1. (previously presented) A large bale handler, comprising: a tractor 
connection, and a tine attached to said tractor connection, said tine being formed from 
tubing and extending along a longitudinal axis of a tractor connected to said tractor 
connection, and said tine further extending along a length of two large bales thereby 
supporting a weight of said two bales and permitting said tractor to move said two bales 
from place to place, each of said two large bales weighing about 800 pounds or more 
and having a longitudinal length about 5 feet or more, wherein said tine extends 
rearward from said tractor connection. 

2. (original) The large bale handler according to claim 1 , wherein said tine 
extends more than 6.5 feet from said tractor connection. 

3. (original) The large bale handler according to claim 1 , wherein said tine 
extends at least 9 feet from said tractor connection. 

4. (original) The large bale handler according to claim 1 , wherein said tine 
extends about 10 feet from said tractor connection. 

5. (original) The large bale handler according to claim 1 , wherein each of 
said two large bales extends about 5 feet along said tine and each of said two large 
bales weighs about 1,000 pounds. 

6. (original) The large bale handler according to claim 1 , wherein said tractor 
connection comprises three connection points adapted to be connected to a three-point 
hitch on a rear of said tractor, and further comprising at least two of said tines. 
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7. (original) The large bale handler according to claim 1 , wherein said tine is 
attached to a bottom of said tractor connection, each of said two large bales thereby 
being loadable by sliding said tine below each of said two large bales along a ground 
surface. 

8. (original) The large bale handler according to claim 1 , further comprising 
a tine support, said tine support being attached to said tine and extending adjacent said 
tine, wherein said tine support extends along only a portion of a length of said tine. 

9. (original) The large bale handler according to claim 1 , wherein said tractor 
connection comprises a first plate, a second plate, and a third plate thereby forming 
three plates extending parallel to each other, wherein a first space is formed between 
said first plate and said second plate adapted for a category 2 hitch, and wherein a 
second space is formed between said second plate and said third plate adapted for a 
category 3 hitch. 

1 0. (currently amended) The large bale handler according to c l aim 1 claim 9 . 
wherein said three plates extend forward from a support beam of said tractor 
connection, wherein said first space and said second space extend downward thereby 
being adapted to be connected to a quick-attach hitch. 

1 1 . (original) The large bale handler according to claim 1 , wherein said tractor 
connection comprises three connection points adapted to be connected to a three-point 
hitch on a rear of said tractor, and further comprising at least two of said tines; wherein 
said tines extend more than 6.5 feet from said tractor connection; wherein each of said 
two large bales weighs about 1 ,000 pounds; and wherein said tines are attached to a 
bottom of said tractor connection, each of said two large bales thereby being loadable 
by sliding said tines below each of said two large bales along a ground surface. 

12. (original) The large bale handler according to claim 1 1 , wherein said tines 
extend at least 9 feet from said tractor connection; and further comprising tine supports, 
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one of said tine supports being attached to each of said tines and extending adjacent 
said tines, wherein said tine supports extend along only a portion of a length of said 
tines. 

13. (original) The large bale handler according to claim 12, wherein said tines 
extend about 10 feet from said tractor connection; wherein said tractor connection 
comprises a first plate, a second plate, and a third plate thereby forming three plates 
extending parallel to each other, wherein a first space is formed between said first plate 
and said second plate adapted for a category 2 hitch, and wherein a second space is 
formed between said second plate and said third plate adapted for a category 3 hitch; 
and wherein said three plates extend forward from a support beam of said tractor 
connection, wherein said first space and said second space extend downward thereby 
being adapted to be connected to a quick-attach hitch. 

14. (previously presented) A large bale handler, comprising: a tractor 
connection, a support beam attached to said tractor connection and extending along a 
width, two tines formed from tubing attached to opposing ends of said support beam, 
said two tines extending away from said tractor connection generally parallel to each 
other, wherein said two tines are adapted to support two large bales oriented in tandem 
with one of said two large bales behind another of said two large bales, each of said two 
large bales weighing about 800 pounds or more and having a longitudinal length about 
5 feet or more, wherein said two tines extend rearward from said tractor connection. 

15. (original) The large bale handler according to claim 14, wherein said 
tractor connection comprises three connection points adapted to be connected to a 
three-point hitch on a rear of said tractor; wherein said tines are attached to a bottom of 
said tractor connection, each of said two large bales thereby being loadable by sliding 
said tines below each of said two large bales along a ground surface; and wherein said 
tines extend at least 9 feet from said tractor connection. 

16. (cancelled). 
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17. (cancelled). 

18. (cancelled). 

19. (cancelled). 

20. (cancelled). 

21. (cancelled). 



